B-100C

Trainer-inspired DNA. Built for those who expect more

o

kaelin aero

General

Aircraft Type

Structure
Configuration

Certification

Weights & Fuel
MTOW

Empty Weight
Fuel Capacity

Useful Load

3-axis controlled ultralight (LTF-UL / FAA MOSAIC ready
platform)

All-metal aircraft
Tandem low-wing with dual control

Single Pilot Day VFR

600 kg
371 kg (standard configuration)
1351

229 kg (depending on configuration)



Dimensions
Length
Height

Wingspan

Performance

Top Speed

Cruise Speed

Stall Speed

Best Glide Speed (Vg)
Range

Max. Operating Altitude

Landing Gear & Safety
Landing Gear

Harnesses

Ballistic Recovery System

Parking Brake

Powerplant
Engine
Propeller

Control System

Avionics & Electrical
Glass Cockpit
USB Charging Ports

Backup Battery

7.16m
2.80m

8.50m

341 km/h
>300 km/h
81 km/h
140 km/h
1,800 km

12,000 ft

Retractable tricycle landing gear
4-point harness system
Galaxy GRS 6/600 Speedy

Rear cockpit

Edge Performance EP916ECi, 130 hp, 32A
3-blade composite propeller

Single Lever Power Control

Dynon Skyview HDX 1100
In both cockpits

Included



Pitot System Heated

Interior Leather

Black with B-100C branding

Exterior Color

Grey with orange accents

Available Options
LED Strobe Lights
FLARM
Hardpoints inner Ih/rh
Autopilot servos 2 axis

Garmin G3X Touch 10”
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